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WARD MFG INC EX1904
115 GULICK ST
PO BOX 9
BLOSSBURG, PA 16912 USA
Extra heavy weight pattern in sizes 1/4 to 2 in. incl., for working pressures not exceeding 500 psi.
Rated
Configuration Size In. Pressure (psig)
90 Degree Elbow 1/8, 1/4, 3/8, 1/2, 300
3/4, 1, 1-1/4, 1-1/2,
2,2-1/2, 3,4
45 Degree Elbow, 1/8, 1/4, 3/8, 1/2, 300
3/4, 1, 1-1/4, 1-1/2,
2,2-1/2,3, 4
90 Degree 1/8, 1/4, 3/8, 1/2, 300
Street Elbow, 3/4, 1, 1-1/4, 1-1/2,
1-1/2x1-1/4, 2, 2-1/2, 3
45 Degree 1/8, 3/8, 1/2, 3/4, 300
Street Elbow, 1, 1-1/4, 1-1/2, 2
Tee 1/8, 1/4, 3/8, 1/2, 300
3/4, 1, 1-1/4, 1-1/2,
2,2-1/2,3, 4
Street Tee 3/4, 1, 1-1/4 300
Crosses 1/2, 3/4, 1, 300
1-1/4, 1-1/2, 2
Coupling 1/8, 1/4, 3/8, 1/2, 3/4, 300
1, 1-1/4, 1-1/2, 2, 2-1/2
Reducing Coupling, 1/8, 1/4, 3/8, 1/2, 300
3/4, 1, 1-1/4, 1-1/2,
2,2-1/2, 3,4
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Cap 1/4, 3/8, 1/2, 3/4, 300
1, 1-1/4, 1-1/2, 2,
2-1/2, 3, 4
Extension Piece 3/8,1/2,3/4, 1 300
90 Degree 1/4x1/8-3x2 300
Reducing Elbow
Reducing Tees 1/2x1/4x1/2, 3/4x3/4x1/4, 300
1/2x1/2x3/8, 3x2x2
Return Bends 1/2, 3/4 300
Plugs 1/4, 3/8, 1/2, 3/4, 1 300
1-1/4, 1-1/2, 2, 2-1/2,
3,3-1/2,4,5,6,8
Bushings 1/4x1/8-8x6 300
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under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and covered under UL's Follow-Up
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